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User Guide for Autodesk Revit files

ACO KerbDrain Packages

All ACO KerbDrain are incorporated in a single Revit template along with all accessories. 
This template includes the following families:
1. KerbDrain-305 along with accessories
2. KerbDrain-480 along with accessories
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Loading ACO KerbDrain into the project:

1. Download the ACO KerbDrain project file and save it to a suitable location

2. [bookmark: _GoBack]Select any one of the family from ACO KerbDrain, 
	load to your project

3. Navigate to the “Insert” icon on the Revit ribbon and click “Load Family”

4. The file can now be placed into your project. Navigate to the “Architecture/Component” icons on the Revit ribbon and click “Place a Component”











Placing of families

1. Click on the model – At properties tool bar, it will display family name and types.

2. Every family consists of different types, the user has to select the appropriate family type from the “Properties” drop down menu.
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Selection of Accessories:

1. Click on the model – At properties tool bar, it will display accessories list, the user can select by click the list as shown below
2. Also we can select left and right position for Drop stone from the dropdown menu.
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Material Library:
The ACO KerbDrain files contain materials that are already pre-loaded into the components. When loading the ACO KerbDrain files into your project the pre-loaded materials will automatically transfer through.






Schedules and quantities: 

The information such as article number, GTIN data, weight, installation guidelines within the parameters is stored as “shared Parameters” so can easily be appeared when creating a schedule and quantities in the project environment.
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<ACO KerbDrain>

B | c | D E
RSen C_description Article number Weight Technical information
1 /ACO KerbDrain PP universal end cap 305-255-280 04941 0.30 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
2 /ACO KerbDrain 305 L=500 mm CI. D400 grey 04926 35.00 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain PP universal end cap 480-405-380-455 04249 0.30 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO KerbDrain Busstop kerb KD 305 middle i 49094 i 31.00 kg https:/iwww.aco-tiefbau de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO KerbDrain Busstop kerb KD 305 right i 49095 i 31.00 kg https:/iwww.aco-tiefbau. de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain Busstop kerb KD 305 left 49096 31.00 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1____ACO KerbDrain 480 center stone L=015 mm without opening grey. 704933 6950kg hitps.//www_aco-tiefbau. de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain 305 L=915 mm center stone lowered with opening 49274 43.50 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO KerbDrain 305 L=500 mm CI. D400 grey. i 07961 i 25.70 kg, https:/iwww.aco-tiefbau de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO KerbDrain 305 L=1000 mm D400 grey. i 133004 5450 kg https:/iwww.aco-tiefbau. de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain 480, 00 mm D400 gre: 133047 74.00 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
2 AACO KerbDrain 480 dropstone left hand 915 mm 04931 63.50 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1____ACO KerbDrain 305 drop stone right hand R1-5, H=265/20 L=1m, 2.pats(12) 6% slop] __ 133038 5140 kq hitps.//www_aco-tiefbau. de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain 305 drop stone right hand R2-5, H=305/25 L=1m. 2-parts(2-2) 5% slop 133039 55.30 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO Kerbdrain KD480 end cap with socket DN/OD160 outlet leftt side i 04940 i 6.20 kg, https:/iwww.aco-tiefbau de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain KD305 end cap with socket DN/OD110 outlet left side 07964 3.70kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO KerbDrain KD305/480 universal end cap. i 04938 i T1.20 kg, https:/iwww.aco-tiefbau de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain KD305 closing end cap 07973 2.60 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 ACO KerbDrain S/E-150-300K sump unit lower part short version. 01614, i 28.50 kg https:/iwww.aco-tiefbau de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 | ACO KerbDrain S/E150-300K. sump unit lower part long versionH=715 mm with seahﬂq 03217 49.90 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
2___TACO KerbDrain KD480 insp. unit L=500 mm D400 grey. T 04927 T 3600kg hitps.//www_aco-tiefbau. de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain 305 with Access, 500 mm length 07962 29.70 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
4 /ACO KerbDrain bucket short form galvanized for sink box 01616 470 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain KD 305 sump inspection element with horizontal LLD at the back - DN 152033 93.00 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
1 /ACO KerbDrain KD 305 sump inspection element with vertical LLD below - DN-OD 160 152032 93.00 kg https:/fwww.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo_
T JACO Kerbdrain KD305/480 sump uni top part wih castiron qraling D400 (04929 + 04 | 04928 §2.00 ka__hilps //www.aco-fieloay. de/produlie/aco-drain-entwagsserungsrinnen/kerdrain-mo.
1 /ACO KerbDrain sump unit top part KD 305 with cast cover suitable for for PRC-UT 016 152029 93.50 kg https://www.aco-tiefbau.de/produkte/aco-drain-entwaesserungsrinnen/kerbdrain-mo
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